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EG4-LL 24v
200ah Battery

7000 Deep-Cycle Cells

10 year warranty

PC Monitoring Software

Parallel up to 16 batteries

Rack Mount Design

Welded Prismatic Cell Connections

BMS Communications

Charge & discharge with confidence thanks to our long 
life batteries.

Have peace of mind knowing we will be there to take 
care of you should something go wrong!

See real-time statistics of your battery. 

Get the most power possible! Up to 81.9kWh while 
maintaining BMS communcations!

4U server rack mounting makes it convenient to store 

Never worry about losing power due to a loose internal connection!

Let your batteries control thier charging. Communicate 
with EG4 Inverters as well as Growatt models!
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EG4-Ll 24v
200ah battery

Double-Tap To Edit

Voltage

Capacity

Charging voltage

Discharging voltage

Charging Current

Charging Range

Discharge Range

Storage Range

Charge

25.6v

200Ah

28.0v~28.8v

20.8v

100A (maximum constant charge)

0 c ~ 45 c

-20 c ~ 55 c

-20 c ~ 55 c

100A (maximum constant dischargeDischarging Current

Spec Delay Recovery
Cell Voltage Protection 3.9v 1 sec 3.45v

Module Voltage Protection 30.0v 1 sec 28.8v

Over Charging Current 1 >102A 10 sec

Over Charging Current 2 120A 3 sec

Temperature Protection <-5 C or >70 C 1 sec >0 C or <60 C

Discharge
Cell Voltage Protection

Module Voltage Protection

Over Charging Current 1

Over Charging Current 2

Temperature Protection

2.3v 1 sec 3.1v

20.8v 1 sec 22.4v

>102A 10 sec 60 sec

>150A 3 sec 60 sec

<-20 C or >75 C 1 sec >-10 C or <65 C

BMS
PCB Temp Protection >105 C 1 sec <90 C

Cell Balance Passive Balance100mA Cell voltage difference >40mV

Temperature Accuracy 3% Cycle Measurement

Cycle Measurement

Cycle Measurement

Measurement range -40~100 C

Measurement range -200~200 C

Voltage Accuracy

Current 

0.5%

3%

SOC 5% Integral calculation

Power Consumption

Power Consumption

<300uA Sleep & Off Mode Storage & Transportation

<14mA Operating Mode Charging & Discharging

Communication RS485,CAN Protocol can be customized

Short-Circuit >250A 0.1mS

Nominal Operating Parameters

Environmental Parameters

BMS Parameters


