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LINEAR PERFORMANCE WARRANTY
10 Year Product Warranty     25 Year Linear Power Warranty
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Linear performance warranty

Standard performance warrantyAdditional value from Jinko Solar’s linear warranty

Eagle MX 60B
270-290 Watt
MONOCRYSTALLINE MODULE

Positive power tolerance of 0 ~+3%

High module efficiency up to 17.72%, with Passivated Emitter Rear Contact 
(PERC) technology

Preliminary Version

Optimized by

MCSMCS

Built-in intelligent cell optimizer IC avoids negative consequences of any type 
of mismatch within a panel caused by shading, soiling, aging, unfavorable 
house orientation, etc. to ensure greatest power output possible.

Elimination of hot spots, which results in minimized panel degradation.

Best-in-class shade tolerance by performing MPPT on individual cell-strings to 
maximize energy harvest.

Anti-electromagnetic interference.

No added hardware, compatible with any inverter and optimization built into 
the module.

The most flexible solution for any rooftop condition and orientation.

MCSMCS





Packaging Configurations

Engineering Drawings

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT.
© Jinko Solar Co., Ltd.  All rights reserved  specifications included in this datasheet are subject to change without notice.
EN-MKT-290M-60B_v1.0_rev2016

SPECIFICATIONS

Electrical Performance & Temperature Dependence

Power measurement tolerance: ± 3%*

Module Type 

Maximum Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open-circuit Voltage (Voc)

Short-circuit Current (Isc)

Module Efficiency STC (%)

Operating Temperature(℃)

Maximum system voltage

Maximum series fuse rating

Power tolerance

Temperature coefficients of Pmax

Temperature coefficients of Voc

Temperature coefficients of Isc

Nominal operating cell temperature  (NOCT)

-40℃~+85℃

 1000VDC(IEC)

15A

0~+3%

-0.39%/℃

-0.29%/℃

0.05%/℃

45±2℃

26pcs/ box , 52pcs/pallet, 728 pcs/40'HQ Container

(  Two boxes =One pallet  )

Irradiance 1000W/m2 Cell Temperature 25°C AM=1.5

AM=1.5

STC:

Irradiance 800W/m 2 Ambient Temperature 20°CNOCT: Wind Speed 1m/s
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JKM270M-60B

270Wp

31.4V

8.60A

38.4V

9.28A

16.50%

201Wp

6.85A

29.3V

35.6V

7.45A

STC NOCT

JKM275M-60B

275Wp

31.6V

8.70A

38.5V

9.40A

16.80%

205Wp

6.93A

29.6V

36.0V

7.54A

STC NOCT

JKM280M-60B

280Wp

31.8V

8.81A

38.6V

9.53A

17.11%

209Wp

7.01A

29.7V

36.2V

7.62A

STC NOCT

JKM285M-60B

285Wp

32.0V

8.90A

38.7V

9.65A

17.41%

212Wp

7.12A

29.9V

36.4V

7.72A

STC NOCT

JKM290M-60B

290Wp

32.2V

9.02A

38.8V

9.78A

17.72%

216Wp

7.21A

30.2V

36.6V

7.81A

STC NOCT

MPPT Mode
Simulated Real Behavior

(290W)

Flash Test Mode
Tested by Source Simulator

(290W)

Mechanical Characteristics
Cell Type

No.of cells

Dimensions

Weight

Front Glass

Frame

Junction Box

Output Cables

Mono-crystalline PERC  156×156mm (6 inch)

60 (6×10)

1650×992×40mm (65.00×39.05×1.57 inch)

3.2mm, High Transmission, Low Iron, Tempered Glass

Anodized Aluminium Alloy

IP65 Rated

19.0 kg (41.9 lbs)

²TÜV 1×4.0mm, Length: 900mm or Customized Length 

992 2+




