
7.6kW 1Ø PWRcell Inverter with CTs
Model #: XVT076A03

11.4 kW 3Ø PWRcell Inverter with CTs 
Model #: X11402 (Ordering SKU: APKE00013)

Solar + storage is simple with the Generac PWRcell™ Inverter. This bi-directional, REbus™-powered 
inverter offers a simple, efficient design for integrating smart batteries with solar. Ideal for self-supply, 
backup power, zero-export and energy cost management, the PWRcell Inverter is the industry’s most 
feature-rich line of inverters, available in single-phase and three-phase models.

FEATURES & BENEFITS
• Single inverter for grid-tied solar with smart battery integration
• Simplified system design: No autotransformer or battery inverter needed
• User-selectable modes for backup power, self-supply, time-of-use, zero-import and export limiting
• Free system monitoring included via PWRview™ Web Portal and Mobile App

AC OUTPUT/GRID -TIE MODEL  
X VT076A03

MODEL  
X11402

CONT. GRID-TIED AC POWER @ 50°C (122°F): 7600 W 11400 W

AC OUTPUT VOLTAGE: 120/240, 1Ø VAC 120/208, 3Ø VAC

AC FREQUENCY: 60 Hz

MAXIMUM CONTINUOUS OUTPUT CURRENT: 32 A, RMS

GROUND-FAULT ISOLATION DETECTION: Included

CHARGE BATTERY FROM AC: Yes*

THD (CURRENT): < 2%

TYPICAL NIGHTTIME POWER CONSUMPTION1: < 7 W

AC OUTPUT/ISLAND MODE MODEL 
X VT076A03

MODEL 
X11402

MAX. CONT. AC POWER WHILE IN ISLAND MODE 
WITHOUT AN EXTERNAL TRANSFER SWITCH2: 7600 W

MAX. CONT. AC POWER WHILE IN ISLAND MODE  
W/ EXTERNALTRANSFER SWITCH AND  
SINGLE 6 MODULE BATTERY CABINET3:

9000 W

MAX. CONT. AC POWER WHILE IN ISLAND MODE  
W/ EXTERNAL TRANSFER SWITCH AND 2 BATTERY  
CABINETS (8 MODULES MINIMUM)3:

11000 W 9600 W-11000 W†

PEAK MOTOR STARTING CURRENT (2 SEC): 50 A, RMS

AC BACKUP OUTPUT VOLTAGE: 120/240, 1Ø VAC 120/208, 1Ø VAC

AC FREQUENCY: 60 Hz

THD (VOLTAGE): < 2%

OPTIMAL SPLIT PHASE IMBALANCE FOR MAXIMUM 
SYSTEM PERFORMANCE: ≤ 30%

DC INPUT MODEL 
X VT076A03

MODEL 
X11402

DC INPUT VOLTAGE RANGE: 360-420 VDC

NOMINAL DC BUS VOLTAGE: 380 VDC

DC DISTRIBUTION INPUT BREAKERS: 4 x 2P30 A

MAX INPUT CURRENT PER DC INPUT: 30 A

REVERSE-POLARITY PROTECTION: Yes

TRANSFORMERLESS, UNGROUNDED: Yes

DC BUS EXPORT FUSES (+/-): 40 A

2-POLE DISCONNECTION: Yes

EFFICIENCY MODEL 
X VT076A03

MODEL 
X11402

PEAK EFFICIENCY: 97.3% 97.7%

CEC WEIGHTED EFFICIENCY: 96.5% 97.5%

*Where permitted by utility 
1Nighttime power consumption depends on the system mode
2In Island Mode, continuous power output is restricted to 7.6kW unless backup power is 
routed through an external transfer switch in a whole home backup application. 
3Peak performance, values provided for 40°C (104°F).
†In Island mode X11402 protected loads only supply 2 phases 120 VAC L-N, 208 L-L 
which results in lower power than in a grid tied 3 phase state. The low value of the 
range is for full L-L loading while high value of the range is full L-N loading
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FEATURES AND MODES

ISLAND MODE4: Yes

GRID SELL: Yes

SELF CONSUMPTION: Yes

PRIORITIZED CHARGING FROM RENEWABLES: Yes

GRID SUPPORT - ZERO EXPORT: Yes

ESS PCS OPERATION MODES (IMPORT ONLY, EXPORT ONLY): Yes

ADDITIONAL FEATURES

SUPPORTED COMMUNICATION INTERFACES: REbus™, CANbus, Ethernet

SYSTEM MONITORING: PWRview™ Web Portal and Mobile App

BACKUP LOADS DISCONNECT4: Yes, 50 A Circuit Breaker

INVERTER BYPASS SWITCH: Automatic

WARRANTY: 10 Years

DIMENSIONS AND INSTALLATION SPECIFICATIONS

ENCLOSURE KNOCKOUTS - QTY, SIZE - IN (MM): 6 x Combo 3/4" x 1" (19 x 25.4) 
7 x Combo 1/2" x 3/4" (12.7 x 19)

DIMENSIONS L x W x H - IN (MM): 24.5" x 19.25" x 8" (622.3 x 488.9 x 203.2)

WEIGHT - LB (KG): 62.7 (28.4)

COOLING: Forced convection

AUDIBLE NOISE: < 40 dBA

OPERATING TEMPERATURE: -4 to 122 °F (-20 to 50 °C)5

ENCLOSURE TYPE: Type 3R

STANDARDS COMPLIANCE

SAFETY: UL 1741 SA, CSA 22.2 #107.1, UL 1998

GRID CONNECTION STANDARDS: IEEE 1547, Rule 21, Rule 14H (HECO V1.1), CSIP,  
UL 1741 PCS CRD (Import Only, Export Only)

EMISSIONS: FCC Part 15 Class B

INSTALLATION GUIDELINES

BATTERY TYPES SUPPORTED: PWRcell™ Battery

MODULE SUBSTRING SIZE PER PV LINK OPTIMIZER: Varies, refer to PV Link Installation Manual

MAXIMUM RECOMMENDED DC POWER FROM PV6: 10 kW (1Ø), 15 kW (3Ø)

1 x 0.575" exclusively for optional 
LTE antenna mounting

43Ø inverters offer backup for [single phase] 208 V loads.
5Includes ambient temperature rising from inverter operation. Reduced power at extreme temperatures.
6Values provided for PV-only or small storage systems. Additional PV power is permissible if sufficient battery storage capacity is installed.


