
HiN-S360XG(BK) HiN-S365XG(BK) HiN-S370XG(BK)
HiN-S375XG(BK) HiN-S380XG(BK)



(HiN-S____XG(BK))

360 365 370 375 380

W 360 365 370 375 380

V 40.60 40.80 41.00 41.20 41.40

A 11.24 11.33 11.42 11.51 11.60

V 33.80 34.00 34.20 34.40 34.60

A 10.66 10.74 10.82 10.91 10.99

% 19.76 20.04 20.31 20.59 20.86

- Mono crystalline, 9busbar

V 1,500

%/K -0.36

%/K -0.29

%/K 0.05

*All data at STC (Standard Test Conditions). Above data may be changed without prior notice.

1,755mm (L) x 1,038mm (W) x 35mm (H)

Approx. 20.5kg

120 half cut cells (2 parallel x 60 half cells in series)

Cable: 1,200mm  /  4mm²
Connector: MC4 genuine connector(EVO2)

IP68, 3 diodes

3 bypass diodes to prevent power decrease by partial shade

Front : 3.2 mm, High Transmission, AR Coated Tempered Glass
Encapsulant : EVA | Back Sheet : Composite film

Black anodized aluminum alloy

31modules / Box, 806modules / Container(40’HQ)

44°C ± 2°C

-40°C ~ +85°C

DC 1,500V

20A

Front 5,400Pa
Rear 2,400Pa
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987±2

Junction box

18.4

Operating Cell = 5°C

Operating Cell = 25°C

Operating Cell = 45°C

Operating Cell = 65°C


